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. Each Ship's Course Indicater is a complete unit with facilities for mounting and for
external electrical connections.

. TYPE A, Mark 3 Mod 6, is a 400 Hz, one-speed single single dial servo-driven Ship's
Course Indicator. Available for bulkhead mounting.

TYPE B, Mark 2 Mod 6, is a 400 Hz, two-speed single dial SCI. Housing mounts in a gimbal
which is supported by a bracket, mounted on a shelf or on a pelorus stand for bearing
determination.

TYPEE, Mark 1 Mod 6, is a 400 Hz, two-speed vernier dial servo SCI for steering.
Available for bulkhead mounting.

TYPE F, Mark 1 Mod 6A, is a 400 Hz, two-speed vernier dial servo SCI for steering.
Housing mounts to the subplate of a console panel.

TYPE G, Mark 6 Mod 8, is a 60 Hz, one-speed dual dial unit. The outer dial contains

only a solitary diamond-shaped mark which indicates course-to steer. It is driven through a
a servo. The inner dial indicates heading and is directly gear-driven by a receiver synchro.
The drive mechanisms and dials mount as a single assembly inside the cast housing. The
housing, in turn, mounts to a bulkhead.

TYPE H, Mark 6 Mod 6A, is identical to the Type G, except for the housing which mounts
to the subplate of a control panel.

TYPE L, Mark 7 Mod 6, is a one-speed, single dial synchro motor-driven miniature SCI.
Mod 6 is a 400 Hz unit and Mod 6A is 60 Hz. The servo-driven Type L uses a special

servo built into a standard BuOrd Size 23 configuration. It can be used on either 80 or 400
Hz. Housing for all variations mounts either to a bulkhead or to a panel.

TYPE M, Mark 8 Mod 6, is a 400 Hz, one-speed, single dial servo SCI for bulkhead mounting.
Its large dial makes it suitable for distant viewing.

=  ACCESSORIES:

GIMBAL RING and BRACKET (SURFACE) - DYNALEC PART 1878032 - provide mechanical mounting for
Types B and N, usualiy on a Pelorus Stand.

PELORUS STAND - DYNALEC PART 1675676 - is a deck-
mounting stand. It contains a terminal board which serves as a
junction between ship's wiring and the SCI. A Gimbal Ring
and Bracket can be bolted on top of the stand.

GIMBAL RING and BRACKET (SUBMARINES) - DYNALEC
PART 1880789 -provide for mounting of Type N SCI for use on
submarines. The indicator and ring are quickly removable from
the bracket; and the bracket is, in turn, removable from the
mounting plate.

SINUOUS CLOCK ADAPTER RING -DYNALEC PART 1677075 -
provides for the use of a clock with Types Eand F SCI's by
replacing the bezel with an adapter ring.
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sYNALEC PART NUMBERS, POWER REQUIREMENTS AND PHYSICAL CHARACTERISTICS

DYNALEC TYPE MARK MOD VOLTAGE SERVO LIGHTS FREQUENCY OVERALL SIZE

PART POWER (WATTAGE) WIDTH HEIGHT DEPTH WEIGHT

(POUNDS)

1878094-1 A 3 6  115VAC 7 7 400 Hz 10 10 10.75 22
1878091-1 B 2 6 115VAC 7 7 400 Hz 10 10 10.75 28
1878089-1 E 1 5  115VAC 7 7 400 Hz 10 10 10.875 24
1878088-1 F 1 6A  115VAC 7 7 400 Hz 8875 8875 10.875 20
1878086-1 G 6 6 115VAC 8 7 60 Hz 10 10 10.875 32
1878085-1 H 6 B6A  115VAC 8 7 60 Hz 8.875 8875 10.875 30
1878158-1 L 7 6 115VAC 4 6 400 Hz 6 6 6 9
1878158-2a L 7 8A  115VAC 4 6 60 Hz 6 6 6 9
1878158-2b L - - 115 VAC 6 6 60/400 Hz 6 6 6 9
1880160-1 M 9 6  115VAC 7 4 400 Hz 15.5625 16.5625 10.4375 33
1880787 N 10 6  115VAC 4 7 400Hz 10 10 7.5 13

MOUNTING INFORMATION
TYPEA TYPE B AND GIMBAL RING

DIAL LIGHT DIMMER SIDE VIEW

\ ra,?sﬂ
P
L [—'-' 0.75 ANPT EXTERNAL
CABLE DIMMER CONTROL™
L~ENTRANGCE
@ ﬁTUFFlNG TUBE 17.9375
o 1k 037
o ]| 5
_% [ —_ ll
e i 9.5
1 Y
H ]
(S L
MOUNTING FOR f 1
- PELORUS STAND 15°MAX PITCH AXIS —
L BOTH SIDES
_l_ 0.50 14.BOLT CIRCLE. 078125 DIAMETER 95
5875 ] 1.0625 DIAMETER HOLES.
10.9532 MAX,

3JHOLES

TOP VIEW \x FORE

®. - 7.5 DIAMETER
: 3.0.352 DIAMETER c:.%'ialiﬁcs )
|~ T sHolLes. [ b \ LEARARC
t l 10INCHBOLTCIRCLE 4 HOLES. EQUALLY SPACED
;

ON 10-INCH BOLT CIRCLE FOR
%-10 BOLTS

COMM
RECOMMENDED DRILLING RE ENDED MOUNTING FOR GIMBAL BRACKET

PLAN AFT
ALL MEASUREMENTS GIVEN IN INCHES,

DYNALEC CORPORATION

For aver thirty years, Dynalec Corporation has established a solid reputation for quality, design excellence
and manufacturing expertise. With unsurpassed attention to detail and strict adherence to specifications
and all other standards, Dynalec continues to strive to provide its customers with reliable products,
Dynalec is ready to offer information about its products or quote on any project.

CORPORATION SODUS, NEW YORK 14551-0188 FAX 315-483-2298
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